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BACnet Combined

Description
The BACnet® suite of drivers is designed to work with the FieldServer products. One or more drivers using different Data Link Layer
options could be configured to act as a gateway between BACnet systems and RTU, SCADA's and PLC’s using a wide
variety of protocols. This document provides information relevant to the following FieldServer Drivers:

l FS-8700-16 BACnet PTP

l FS-8700-73 BACnet MS/TP

l FS-8704-06 BACnet/IP

l FS-8704-02 BACnet Ethernet

BACnet Vendor Name:MSA Safety

BACnet Vendor ID: 37

Formal Driver Type
The following Data Link layer options are supported:
l BACnet/IP (Annex J)

l Point-to-Point, EIA 232 (Clause 10), baud rate up to 115 Kbps

l ISO 8802-3, Ethernet (Clause 7)

l MS/TP master (Clause 9), baud rate up to 38.4 Kbps

l MS/TP slave (Clause 9), baud rate up to 38.4 Kbps

Client or Server

Compatibility
FieldServer Model Compatible FieldServer Model Compatible

ProtoCessor Yes QuickServer FS-QS-10xx Yes
ProtoCarrier Yes QuickServer FS-QS-12xx Yes
ProtoNode Yes QuickServer FS-QS-20xx Yes
ProtoAir Yes QuickServer FS-QS-22xx Yes

MSA is a registered trademarkof MSATechnology, LLC in the US, Europe
and other Countries. For all other trademarks visit
https://us.msasafety.com/Trademarks.

https://us.msasafety.com/Trademarks
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Connection Information

BACnet PTP

Connection Type:RS-232
Baud Rates: 9600, 19200, 38400, 76800
Data Bits: 7,8
Stop Bits: 1,2
Parity:Odd, Even, None
Multidrop Capability:No

BACnet/IP

Connection Type: Internet Protocol (IP)
Ethernet Speeds Supported: 10Base-T, 100Base-T
BBMD Supported:Yes (not supported on connections where
FieldServer is a client)

Foreign Device Registration:Not supported for client
connections

BACnet MS/TP (Master and Slave Operation)

Connection Type:RS-485 (TwoWire, Half Duplex)

Baud Rates: 9600, 19200, 38400, 76800
Data Bits: 7,8
Stop Bits: 1,2
Parity:Odd, Even, None
Multidrop Capability:Yes

BACnet Ethernet

Connection Type: ISO 8802.3

Ethernet Speeds Supported: 10Base-T, 100Base-T

NOTE: For BACnet/IP and BACnet MS/TP, when configured as a BACnet master, there is no physical limit to the
number of remote BACnet slave devices supported. When configured as BACnet slave, there is no physical limit to
the number of virtual slave nodes supported. In both cases, the limitation is the FieldServer's point count capacity.

Devices Tested
Device Tested (Factory, Site)

AutomatedLogic Corporation - S6104Control ModuleMS/TP at 38400Baud FACTORY
TraneCompany, BCU SITE
TraneCompany - TraceSummit Version10,11,12,13 SITE
AlertonBTI SITE
McQuay BACnet Gateway SITE
York BACnet Gateway SITE
DeltaOWS SITE
ReliableControls Ethernet SITE
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Data Types and Optional Properties Supported
FieldServer Data

Type
BACnet Object

Type Optional Properties Supported

AI Analog Input Object Reliability, Description
AO AnalogOutput Object Reliability, Description, Max_Pres_Value, Min_Pres_Value
AV AnalogValueObject Reliability, Description
BI Binary Input Object Reliability, Description, Active_Text, Inactive_Text
BO Binary Output Object Reliability, Description, Active_Text, Inactive_Text
BV Binary ValueObject Reliability, Description, Active_Text, Inactive_Text
MI Multi-state Input Object Reliability, Description, State_Text
MO Multi-stateOutput Object Reliability, Description, State_Text
MV Multi-stateValueObject Reliability, Description, State_Text

Device DeviceObject Location, Description, UTCOffset, ActiveCOV Subscriptions, DatabaseRevision
TrendLog Description, Log_Interval
LSP LifeSafety Point Object Description

Object Type Optional Writable Properties
DeviceObject Object_Name
Analog Input Object_Name
AnalogOutput Object_Name
AnalogValue Object_Name
Binary Input Object_Name
Binary Output Object_Name
Binary Value Object_Name
Multi State Input Object_Name
Multi StateOutput Object_Name
Multi StateValue Object_Name
NotificationClass Object Object_Name
LifeSafety Point Object_Name
TrendLog Object_Name
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FieldServer as a Client
Read Operations

Supported
Properties
Supported Comments and Limitations

ReadProperty

Present Value Store value inDataArray locationafter scalinghas beenapplied.

Out_Of_Service WhenusingaComplex DataObject, theOOS property is fully supported. ReturnFALSE whennot OOS orwhenusing
standardDataArrays.

Units Returns Units as specified in theMapDescriptor.

Reliability WhenusingaComplex DataObjects, returns “UnreliableOther” when theNode is offline, or when thedata is old.
Returns FALSE if theNode is onlineor whenusingStandardDataArrays.

Priority_Array Returns Priority_Array of MapDescriptor.
Unsupported This property is supported.
Protocol_Object_Type_
Supported This property is supported.

Protocol_Services_
Supported This property is supported.

Database_Revision This property is supportedandwill change if a new configuration is downloaded to theFS.
Max_Master This Property is supported for theBACnet MS/TP DLLoption.
Max_Info_Frames This Property is supported for theBACnet MS/TP DLLoption.
Relinquish_Default Returns Relinquish_Default.
Mode This property is supported.
Tracking_Value This property is supported.

ReadProperty Multiple
As for ReadProperty Transactions canbedefined to readmultiple objects andproperties in a singleReadPropertyMultiple operation.
ALL ReadProperty Multiple of theALLproperty is NOT supported.

Write Operations
Supported

Properties
Supported Comments and Limitations

WriteProperty
Present Value Sendvalue inDataArray locationafter scalinghas beenapplied.
Mode This property is supported.
Tracking_Value This property is supported.

WriteProperty Multiple Present Value Sendvalue inDataArray locationafter scalinghas beenapplied.

MSA Safety
1991 Tarob Court, Milpitas, California 95035 USA

O. +1 408 262-6611 TF. +1 800 727-4377 E. SMC-insidesales@msasafety.com
www.MSAsafety.com



Protocol Driver Sheet – BACnet Combined

FieldServer as a Server

Device Object

Read Operations
Supported

Properties
Supported Comments and Limitations

ReadProperty

Object_Identifier Returns Object_ID withNode_ID as Object Instance.
Object_Name Returns NodeName.
Object_Type Returns DeviceObject type.
System_Status Returns Normal.
Vendor_Name Returns FieldServer Technologies.
Vendor_Identifier Returns 37.
Model_Name Returns FieldServermodel.
Firmware_revision Returns Kernel version.
Application_sw_version Returns DCC version.
Protocol_Version Returns version1.
Protocol_Revision Returns revision16.
Protocol_Services_Supported This property is supported.
Protocol_Object_Type_
Supported This property is supported.

Protocol_Object_List Returns a list of objects defined in theFieldServer.
Segmentation_Supported Returns segmentationNOT supported.
APDU_Timeout Returns the valueas definedby theNode's "Timeout" parameter.
APDU_Retries. Returns the valueas definedby theNode's "Retries" parameter.

Max_APDU_Length_Accepted

ForFieldServers, theMAX APDU Length for BACnet MS/TP is 480bytes and for BACnet/IP or BACnet Ethernet
1497bytes.
ForProtoCessors, theMAX APDU Length for BACnet MS/TP is 206bytes and for BACnet/IP BACnet Ethernet 1497
bytes.

Device_Address_Bindings Returns anempty list.
Max_Master This Property is supported for theBACnet MS/TP DLLoption.
Max_Info_Frames This Property is supported for theBACnet MS/TP DLLoption.
Description This property is supported.
Database_Revision This property is supportedandwill change if a new configuration is downloaded to theFieldServer.
Property_List This property is supported.

ReadProperty Multiple Sameproperties as Read
Property ReadProperty Multiple is fully supported. Multiple objects withmultiple properties canbespecified.

Write Operations
Supported

Properties
Supported Comments and Limitations

WriteProperty
Max_Master

Theseproperties are supported for theBACnet MS/TP DLLoption.
Max_Info_Frames
Object_Name

WriteProperty Multiple
Max_Master
Max_Info_Frames
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Analog Input Object

Read Operations
Supported

Properties
Supported Comments and Limitations

ReadProperty

Object_Identifier No limitations.
Object_Name Returns MapDescriptor Name.
Object_Type Returns Analog Input Object type.
Present_Value Returns value inData_Array after scalinghas beenapplied.

Status_Flags WhenusingComplex DataObjects returns theFAULT andOUT_OF_SERVICE fields as indicated in theReference
Sectionof theBACnet specification. Whenusing standardDataArrays returns FALSE for all bits.

Event_State No limitations.

Reliability WhenusingaComplex DataObjects, returns UnreliableOther when theNode is offline, or when thedata is old. Returns
FALSE if theNode is onlineor whenusingStandardDataArrays.

Out_Of_Service Fully supportedwhenusingaComplex DataObject. Returns FALSE whennot OOS orwhenusing standardData
Arrays.

Description This property is supported.
Units Returns Units as specified in theMapDescriptor.
Property_List This property is supported.

ReadProperty Multiple Sameproperties as Read
Property ReadProperty Multiple is fully supported. Multiple objects withmultiple properties canbespecified.

Write Operations
Supported

Properties
Supported Comments and Limitations

WriteProperty
Present_Value Writing to thePresent Value is allowed if theObject is OOS.
Object_Name Sets Object_Name.

WriteProperty Multiple Present_Value Writing to thePresent Value is allowed if theObject is OOS.
Data Sharing
Operations
Supported

Properties Supported Comments and Limitations

SubscribeCOV Present_Value Subscription storage is non-volatile.
COVNotification Present_Value ConfirmedandUnconfirmed.
Alarm and Event

Operations
Supported

Properties Supported Comments and Limitations

EventNotification Present_Value, Status ConfirmedandUnconfirmed.
AcknowledgeAlarm No limitations.
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Analog Output Object and Analog Value Object

Read Operations
Supported

Properties
Supported Comments and Limitations

ReadProperty

Object_Identifier No limitations.
Object_Name Returns MapDescriptor Name.
Object_Type Returns Analog Input Object type.
Present_Value Returns value inData_Array after scalinghas beenapplied.

Status_Flags WhenusingComplex DataObjects returns theFAULT andOUT_OF_SERVICE fields as indicated in theReference
Sectionof theBACnet specification. Whenusing standardDataArrays returns FALSE for all bits.

Event_State No limitations.

Reliability WhenusingaComplex DataObjects, returns UnreliableOther when theNode is offline, or when thedata is old. Returns
FALSE if theNode is onlineor whenusingStandardDataArrays.

Out_Of_Service Fully supportedwhenusingaComplex DataObject. Returns FALSE whennot OOS orwhenusing standardData
Arrays.

Description This property is supported.
Units Returns Units as specified in theMapDescriptor.
Property_List This property is supported.
Priority_Array Returns Priority_Array of MapDescriptor.
Relinquish_Default Returns Relinquish_Default.

ReadProperty Multiple Sameproperties as Read
Property ReadProperty Multiple is fully supported. Multiple objects withmultiple properties canbespecified.

Write Operations
Supported

Properties
Supported Comments and Limitations

WriteProperty
Object_Name Sets Object_Name.
Present_Value WhenusingComplex DataObjects andOOS is TRUE, thewritewon't causeawrite-through to theServer side. If the

OOS is FALSE orwhenusing standardDataArrays, writes always perform awrite-through to theServer side.WriteProperty Multiple Present_Value
Data Sharing
Operations
Supported

Properties Supported Comments and Limitations

SubscribeCOV Present_Value Subscription storage is non-volatile.
COVNotification Present_Value ConfirmedandUnconfirmed.
Alarm and Event

Operations
Supported

Properties Supported Comments and Limitations

EventNotification Present_Value, Status ConfirmedandUnconfirmed.
AcknowledgeAlarm No limitations.
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Binary Input Object

Read Operations
Supported

Properties
Supported Comments and Limitations

ReadProperty

Object_Identifier No limitations.
Object_Name Returns MapDescriptor Name.
Object_Type Returns Analog Input Object type.
Present_Value Returns value inData_Array after scalinghas beenapplied.

Status_Flags WhenusingComplex DataObjects returns theFAULT andOUT_OF_SERVICE fields as indicated in theReference
Sectionof theBACnet specification. Whenusing standardDataArrays returns FALSE for all bits.

Event_State No limitations.

Reliability WhenusingaComplex DataObjects, returns UnreliableOther when theNode is offline, or when thedata is old. Returns
FALSE if theNode is onlineor whenusingStandardDataArrays.

Out_Of_Service Fully supportedwhenusingaComplex DataObject. Returns FALSE whennot OOS orwhenusing standardData
Arrays.

Description This property is supported.
Property_List This property is supported.
Polarity Always returns “Normal”.
Active_Text Returns ActiveText as specifiedon theMapDescriptor.
Inactive_Text Returns InactiveText as specifiedon theMapDescriptor.

ReadProperty Multiple Sameproperties as Read
Property ReadProperty Multiple is fully supported. Multiple objects withmultiple properties canbespecified.

Write Operations
Supported

Properties
Supported Comments and Limitations

WriteProperty
Object_Name Sets Object_Name.
Present_Value

Writing to thePresent Value is allowed if theObject is OOS.
WriteProperty Multiple Present_Value
Data Sharing
Operations
Supported

Properties Supported Comments and Limitations

SubscribeCOV Present_Value Subscription storage is non-volatile.
COVNotification Present_Value ConfirmedandUnconfirmed.
Alarm and Event

Operations
Supported

Properties Supported Comments and Limitations

EventNotification Present_Value, Status ConfirmedandUnconfirmed.
AcknowledgeAlarm No limitations.
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Binary Output Object and Binary Value Object

Read Operations
Supported

Properties
Supported Comments and Limitations

ReadProperty

Object_Identifier No limitations.
Object_Name Returns MapDescriptor Name.
Object_Type Returns Analog Input Object type.
Present_Value Returns value inData_Array after scalinghas beenapplied.

Status_Flags WhenusingComplex DataObjects returns theFAULT andOUT_OF_SERVICE fields as indicated in theReference
Sectionof theBACnet specification. Whenusing standardDataArrays returns FALSE for all bits.

Event_State No limitations.

Reliability WhenusingaComplex DataObjects, returns UnreliableOther when theNode is offline, or when thedata is old. Returns
FALSE if theNode is onlineor whenusingStandardDataArrays.

Out_Of_Service Fully supportedwhenusingaComplex DataObject. Returns FALSE whennot OOS orwhenusing standardData
Arrays.

Description This property is supported.
Property_List This property is supported.
Relinquish_Default Returns current Relinquish_Default.
Active_Text Returns ActiveText as specifiedon theMapDescriptor.
Inactive_Text Returns InactiveText as specifiedon theMapDescriptor.
Priority_Array Returns Priority_Array of MapDescriptor.

ReadProperty Multiple Sameproperties as Read
Property ReadProperty Multiple is fully supported. Multiple objects withmultiple properties canbespecified.

Write Operations
Supported

Properties
Supported Comments and Limitations

WriteProperty
Object_Name Sets Object_Name.
Present_Value WhenusingComplex DataObjects andOOS is TRUE, thewritewon't causeawrite-through to thedownstream side. If

theOOS is FALSE orwhenusing standardDataArrays, writes always perform awrite-through to thedownstream side.WriteProperty Multiple Present_Value
Data Sharing
Operations
Supported

Properties Supported Comments and Limitations

SubscribeCOV Present_Value Subscription storage is non-volatile.
COVNotification Present_Value ConfirmedandUnconfirmed.
Alarm and Event

Operations
Supported

Properties Supported Comments and Limitations

EventNotification Present_Value, Status ConfirmedandUnconfirmed.
AcknowledgeAlarm No limitations.
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Multiple State Input Object

Read Operations
Supported

Properties
Supported Comments and Limitations

ReadProperty

Object_Identifier No limitations.
Object_Name Returns MapDescriptor Name.
Object_Type Returns Analog Input Object type.
Present_Value Returns value inData_Array after scalinghas beenapplied.

Status_Flags WhenusingComplex DataObjects returns theFAULT andOUT_OF_SERVICE fields as indicated in theReference
Sectionof theBACnet specification. Whenusing standardDataArrays returns FALSE for all bits.

Event_State No limitations.

Reliability WhenusingaComplex DataObjects, returns UnreliableOther when theNode is offline, or when thedata is old. Returns
FALSE if theNode is onlineor whenusingStandardDataArrays.

Out_Of_Service Fully supportedwhenusingaComplex DataObject. Returns FALSE whennot OOS orwhenusing standardData
Arrays.

Description This property is supported.
Property_List This property is supported.

Number_Of_State WhenusingaComplex DataObject, returns thenumber of states defined. WhenusingStandardDataArrays returns the
valueof 5.

State_Text WhenusingComplex DataObjects returns theStateText strings defined. WhenusingStandardDataArrays, return
“State_x” where “x” is the value stored in theData_Array andcould be0 to4.

ReadProperty Multiple Sameproperties as Read
Property ReadProperty Multiple is fully supported. Multiple objects withmultiple properties canbespecified.

Write Operations
Supported

Properties
Supported Comments and Limitations

WriteProperty
Object_Name Sets Object_Name.
Present_Value

Writing to thePresent Value is allowed if theObject is OOS.
WriteProperty Multiple Present_Value
Data Sharing
Operations
Supported

Properties Supported Comments and Limitations

SubscribeCOV Present_Value Subscription storage is non-volatile.
COVNotification Present_Value ConfirmedandUnconfirmed.
Alarm and Event

Operations
Supported

Properties Supported Comments and Limitations

EventNotification Present_Value, Status ConfirmedandUnconfirmed.
AcknowledgeAlarm No limitations.
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Multi-State Output Object and Multi-State Value Object

Read Operations
Supported

Properties
Supported Comments and Limitations

ReadProperty

Object_Identifier No limitations.
Object_Name Returns MapDescriptor Name.
Object_Type Returns Analog Input Object type.
Present_Value Returns value inData_Array after scalinghas beenapplied.

Status_Flags WhenusingComplex DataObjects returns theFAULT andOUT_OF_SERVICE fields as indicated in theReference
Sectionof theBACnet specification. Whenusing standardDataArrays returns FALSE for all bits.

Event_State No limitations.

Reliability WhenusingaComplex DataObjects, returns UnreliableOther when theNode is offline, or when thedata is old. Returns
FALSE if theNode is onlineor whenusingStandardDataArrays.

Out_Of_Service Fully supportedwhenusingaComplex DataObject. Returns FALSE whennot OOS orwhenusing standardData
Arrays.

Description This property is supported.
Property_List This property is supported.

Number_Of_State WhenusingaComplex DataObject, returns thenumber of states defined. WhenusingStandardDataArrays returns the
valueof 5.

State_Text WhenusingComplex DataObjects returns theStateText strings defined. WhenusingStandardDataArrays, return
“State_x” where “x” is the value stored in theData_Array andcould be0 to4.

Priority_Array Returns Priority_Array of MapDescriptor.
Relinquish_Default Returns Relinquish_Default.

ReadProperty Multiple Sameproperties as Read
Property ReadProperty Multiple is fully supported. Multiple objects withmultiple properties canbespecified.

Write Operations
Supported

Properties
Supported Comments and Limitations

WriteProperty
Object_Name Sets Object_Name.
Present_Value WhenusingComplex DataObjects andOOS is FALSE orwhenusing standardDataArrays, writes will trigger awrite-

throughoperation to theClient side.WriteProperty Multiple Present_Value
Data Sharing
Operations
Supported

Properties Supported Comments and Limitations

SubscribeCOV Present_Value Subscription storage is non-volatile.
COVNotification Present_Value ConfirmedandUnconfirmed.
Alarm and Event

Operations
Supported

Properties Supported Comments and Limitations

EventNotification Present_Value, Status ConfirmedandUnconfirmed.
AcknowledgeAlarm No limitations.
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Notification Class Object

Read Operations
Supported

Properties
Supported Comments and Limitations

ReadProperty

Object_Identifier No limitations.
Object_Name Returns MapDescriptor Name.
Object_Type Returns NotificationClass Object type.
Notification_Class No limitations.
Priority No limitations.
Ack_Required No limitations.
Description This property is supported.
Property_List This property is supported.
RecipientList No limitations.

ReadProperty Multiple Sameproperties as Read
Property ReadProperty Multiple is fully supported. Multiple objects withmultiple properties canbespecified.

Write Operations
Supported

Properties
Supported Comments and Limitations

WriteProperty
Object_Name Sets Object_Name.
Recipient_List

RecipientList Storage is non-volatile.
WriteProperty Multiple Recipient_List
AddList RecipientList Used to subscribe toAlarm andEvent Notifications.
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Life Safety Point Object

Read Operations
Supported

Properties
Supported Comments and Limitations

ReadProperty

Object_Identifier No limitations.
Object_Name Returns MapDescriptor Name.
Object_Type Returns Analog Input Object type.
Present_Value Returns value inData_Array after scalinghas beenapplied.

Status_Flags WhenusingComplex DataObjects returns theFAULT andOUT_OF_SERVICE fields as indicated in theReference
Sectionof theBACnet specification. Whenusing standardDataArrays returns FALSE for all bits.

Event_State No limitations.

Reliability WhenusingaComplex DataObjects, returns UnreliableOther when theNode is offline, or when thedata is old. Returns
FALSE if theNode is onlineor whenusingStandardDataArrays.

Out_Of_Service Fully supportedwhenusingaComplex DataObject. Returns FALSE whennot OOS orwhenusing standardData
Arrays.

Description This property is supported.
Property_List This property is supported.
Mode OperatingMode. Only 'ON' mode is supported.
Accepted_Modes List of OperatingModes
Silenced Represents silencedstate, but only "All Silenced" supported.
Operation_Expected List of LifeSafety Operations, only 'None' operation is supported.

ReadProperty Multiple Sameproperties as Read
Property ReadProperty Multiple is fully supported. Multiple objects withmultiple properties canbespecified.

Write Operations
Supported

Properties
Supported Comments and Limitations

WriteProperty

Object_Name Sets Object_Name.
Mode OperatingMode. Only 'ON' mode is supported.
Operation_Expected List of LifeSafety Operations, only 'None' operation is supported.
Present_Value

Writing to thePresent Value is allowed if theObject is OOS.
WriteProperty Multiple Present_Value
Data Sharing
Operations
Supported

Properties Supported Comments and Limitations

SubscribeCOV Present_Value Subscription storage is non-volatile.
COVNotification Present_Value ConfirmedandUnconfirmed.
Alarm and Event

Operations
Supported

Properties Supported Comments and Limitations

EventNotification Present_Value, Status ConfirmedandUnconfirmed.
AcknowledgeAlarm No limitations.

MSA Safety
1991 Tarob Court, Milpitas, California 95035 USA

O. +1 408 262-6611 TF. +1 800 727-4377 E. SMC-insidesales@msasafety.com
www.MSAsafety.com



Protocol Driver Sheet – BACnet Combined

Unsupported Functions and Data Types
BACnet Object Type not Supported

AveragingObject
CalendarObject
CommandObject
Event Enrollment Object
FileObject
GroupObject
LifeSafety ZoneObject
LoopObject
NotificationClass Object unsupportedonClient sideonly
ProgramObject
ScheduleObject

BACnet Services not Supported
Alarm andEvent Services unsupportedonClient sideonly
FileAccess Services
Virtual Terminal Services
COV andEventNotification services arenot supported for BACnet MS/TP on theProtoCessor
For BACnet MS/TP andPTP, COV services aredisabledby default andmay beenabledby setting theNode_Optionproperty
toCOV_Enable in theNodes section configuration file.
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