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CHAPTER 10 Operation (level 2 password)
Menu options available under this level of access are:
HISTORY: ALARM, EVENT, ZONE, CURRENT

LEVEL PASSWORD: (ENTRY)
1 SPECIAL: LEVELS, SETTIME

ENABLE / DISABLE: ZONES, DEVICES, CIRCUITS, COMMUNICATION
LEVEL SPECIAL: SENSE, RESET HI-LO LEVELS, WALKTEST
2 DIAGNOSTICS

10.1 LEVEL 2 PASSWORD OPERATION
Level 2 password allows access to enabling and disabling of circuits, sensitivity settings, walk-test

operation, and other special functions. Access to this level 2 is via the password entry method per
Section 9.5. Access to all menu functions is via the main menu options below.

MAIN MENU (M)

1234567890123 45678 F R TORT () T EHAELE DTS AELE (ELEVELZ
PN - [H|I|:|T|O|R|Y| |4|-|E|H|4|B|L|E ol D455 WORD [4) ¥5
5 HEEAHEHGEEEE F3 O3 CONFIGURATION (CILEVEL 3
= - S [FE[C]I[A]L] [6|-|[C|OM[F|L|G Y FETUER TO 575 MG (1)
WS (E[L[E[C|T| |F|O|F|C|T|T O] |E[E|T

10.2 ENABLING/DISABLING
Enabling and disabling of system capabilities can be accessed by pressing F4 from the main menu.
The Enable/Disable menu is displayed which allows the options of:

F1- Disabling zones of operation (singularly or in groups).

F2- Disabling addressable devices on a loop (singularly or in groups).

F3- Disabling of indicating and relay circuits on the CSC Controller.

F4- Disabling of serial data circuits on the CSC Controller.

ENABLE/DISABLE MENU (E)

123 4567820123456 TE = W COMMIUN PORTS (E4)
ANEHEHEEIEE R EEE

2 -[D|E{VY|I|C|E[S

5| -|C|I|R|C|T|I[T|3

)5 (E|L|E|C|T| |F[O[H[C|T{I|O|H| [E[E|Y

10.2.1 Disabling Zones
ENABLE/DISABLE ZONES (E1)

| ZW TN CE. FELD @ CURSOR

gyl MIOD ZONES A5 SHOWH
=3 1ICVE CTURESOR FIGHT
IR HELF (HL - E1)

.l. P HICVE CUFRSOR LEFT
Pl U4 ENTRY

Note: Disabling zone does not disable inputs. Inputs will remain operating as will the display and
other enabled zone outputs.

A14-16 =INITIAL ZONE SHOWN IN C1 (VALUES IN INCREMENTS OF 20)
A18-20 =LAST ZONE SHOWN IN C20 (VALUE =C1 + 19)
C1-20 =CURRENT OR DESIRED STATUS OF ZONE
(E=ENABLED, D = DISABLED, - = UNUSED)
D1-3 = DESIRED ACTION FOR ZONES DISPLAYED IN ROW D (ENA, DIS)
D11-13 =FIRST ZONE TO CHANGE. IF CURSOR IS IN ROW C, VALUE IS CURSOR ZONE.
D15-17 =LAST ZONE TO CHANGE. IF CURSOR IS IN ROW C, VALUE IS CURSOR ZONE.
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EXAMPLE: ENABLE/DISABLE ZONES (E1)
[JQ DECE. FIELD (@ CURSOR

"3901234‘&"39“ |2 THCE. FIELD i@ CUERSOR

45 6
HEINEREEEIENC = LR
IIEIEEEIIIIIEIEEE
EEDEDDDDEEE - -

REENEEN° 5 <80 s | EEN

oLp W oD ZONES A5 & HOWH
N T VE CURSOR FIGHT
31 R HELE (HL - £1)

(_‘

3

ey

23]
E
A

Ll MICVE CTTESOR LEFT
WD AT A ENTEY

ROW C SHOWS THE STATUS OF ZONES 41 THRU 60 AS DENOTED BY A14-A20.

ZONES 46 & 48-51 ARE DISABLED AND OTHERS ENABLED OR NOT USED.

IF THE CURSOR RESIDES @ C5 (ZONE 45), F1 OR F4 WILL DISABLE THIS ZONE.

ROW D ALLOWS ENABLING OR DISABLING A SEQUENTIAL GROUP OF ZONES.

IN THIS CASE, PRESSING ENTER ENABLES ZONES 34 THRU 81.

TO DISABLE THIS GROUP, PRESS F1(OR F4) WHILE THE CURSOR RESIDES WITHIN D1-3. WHEN
ENTER IS PRESSED, CHANGES ARE MADE & ROW C SHOWS ZONE STATUS.

10.2.2 Disabling Devices
ENABLE/DISABLE DEVICES (E2)

ju Wl MOD ZONES A5 SHOWH
Pl I COVE CTTRSOR LEFT el LICOVE CTURESOR RIGHT

CL WD ATA ENTRY [FiR S HELF (HL - E24)

A12  =LOOP FOR INITIAL DEVICE SHOWN IN C1
A14-16 = ADDRESS FOR INITIAL DEVICE SHOWN IN C1
A18-20 = ADDRESS FOR LAST DEVICE SHOWN IN C20 (VALUE = C1 +19)
C1-20 = CURRENT STATUS OF DEVICES
(E=ENABLED, D = DISABLED, - = UNUSED)
D10-16 = ENABLE OR DISABLE
F2 WILL TOGGLE ROW B TO DISPLAY DEVICE TYPE AT ADDRESS POSITION.
EXAMPLE: ENABLE/DISABLE DEVICES (E2)

|y W DECE. FIELD @ CURSOR
|yl TOGSLE ROW E TO TYPE

W ICE. NELD @ CURGOR
VLA ET A /DL FANGE [E55)

234567820

1
W - A - [
1

EEIEEEEEED

EEDDDDDDD

Y FETUFH (E) op WSEND COMNEIG
PN TTOVE CURSOR LEFT BN TICOVE CURSOR FIGHT

CLTN AT A ENTEY IR HELP

ROW C SHOWS THE CURRENT STATUS OF DEVICES ON LOOP 2 ADDRESS 101 THRU 120 AS
DENOTED BY A12-A20. DEVICES 2-114 THRU 2-120 ARE DISABLED. IF THE CURSOR RESIDES
@ C16 (DEVICE 2-116); THEN PRESSING F1 (OR F4) WILL TOGGLE BETWEEN ENABLE AND
DISABLE. PRESSING F5 WILL ALLOW THE USER TO DISABLE

ENABLE/DISABLE DEVICE RANGE (E25)
2345 6TE20

DECE FELD @ CUFSOR. R BHCE, FIELD @ CUFSUR

CURFENT ADEPOLL

ju Ml MOD ZOMES 45 SHOW
gl IO VE CTTRSOR FIGHT

s HELF (HL - E25)

FETURHN (E2)
MOVE CORSOR, LEFT

B3-9 =LOOP 1 START ADDRESS: END ADDRESS TO ENA/DIS
B13-19 =LOOP 2 START ADDRESS: END ADDRESS TO ENA/DIS
C3-9  =LOOP 3 START ADDRESS: END ADDRESS TO ENA/DIS
C13-19 =LOOP 4 START ADDRESS: END ADDRESS TO ENA/DIS
D14-20 =ENABLE OR DISABLE ADDRESS RANGES DISPLAY
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10.2.3 Disabling CSC Indicating and Relay Circuits
ENABLE/DISABLE CIRCUITS (E3)

=6 TE 20

1]2]314]

EEDD

| DECE. FIELD @ CUFRSOR | EM T CE. FIELD @ CURSCE

i {ell EETTTEN (E)
Ll LI VE CTTESOR LEFT = M OVE CTURSOR FIGHT
#% I 1WA HETF (HL - ES)

B17-20 = STATUS OF FOUR P41 AUX. RELAYS (E=ENABLED, D=DISABLED)

C17-20 = STATUS OF FOUR P42 AUX. RELAYS (E=ENABLED, D=DISABLED)

D17-18 = STATUS OF TWO CSC OUTPUT CKTS (E=ENABLED, D=DISABLED)

EE - -

10.2.4 Disabling CSC External and Loop Communication Circuits
ENABLE/DISABLE COMMUNICATIONS (E4)

Iz I HELF (HL - F4)

C17-20 = EXTERNAL COMMUNICATION PORT. (E=ENABLE, D=DISABLE)
D17-20 = ADDRESSABLE DEVICE LOOP. (E=ENABLE, D=DISABLE)

10.2.5 Disabling Operational Notes

Disabling of circuits, zones, and devices is a temporary means to remove devices from service during
a time of system troubleshooting or maintenance. It is not intended as a means to permanently
remove devices from a system. If devices are disabled, then subsequently enabled, a system reset
shall be performed to ensure all devices are properly initialized.

10.3 SPECIALS SETTINGS

Pressing F3 from the main menu enters the special display below. Pressing F1 from the special
menu enters the “Current Sensitivity” display which allows viewing and modifying of sensor sensi-
tivities. “Current” implies present time, which is the sensitivity in use. This modifies alarm values
in use but does not modify pre-alarm values or stored alarm values. Upon a system reset or timebase
sensitivity change (between alarm 1 & alarm 2 ), the value modified by this display is replaced by the
normal configured value.

SPECIAL MENU (P)

234506 TE2D

[ 2B ALE-TEST (04 LEVEL 2
A D14 GHOST LS (Po) LEVEL 2

SEMGE (P1)LEWEL 2
DEVILE LEVELS (P21
sQCET TIME (B3

TSR FET RN (1)

1IN HELF (HL - F)

10.3.1 Sensitivity Settings
CURRENT SENSITIVITY (P1)

-

DECE. FIELD @ CURIOR
COREENT ADREPOLLING

| EWTHCE. FIELD @ CTTRSOR

RETURH (F)
MOVE CURSOR LEFT

N TICVE CUFSOF FIGHT
IR HELE (HL - F1)

B1-5 =STARTING LOOP/ADDRESS FOR 3 DEVICES SHOWN IN ROW B

B7 = DEVICE TYPE (P =PHOTO, I = ION, H = HEAT)

B9-10 =DEVICE SENSITIVITIES (## = SENSOR, - - = NON-SENSOR)
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Note: Other row B, C, & D data is type/sensitivity data for next addresses.
These values are programmed as:

Photo’s % obscuration; 25 = 2.5 % OBS
Ion’s MIC 80 = 80 MIC
Heat’s Fahrenheit (plus 100F) 45 = 145 Fahrenheit

EXAMPLE-CURRENT SENSITIVITY (P1)

ADDRESSES 064 TO 066 ARE PHOTOS WITH CURRENT ALARM SENSITIVITIES OF 10,15, & 20.
ADDRESS 067 IS A HEAT WITH A SENSITIVITY OF 35 . ADDRESSES 69, 72 ARE IONS WITH
SENSITIVITIES OF 55, 77. ADDRESSES 068, 070, 071 ARE NOT PRESENT.

10.3.2 Reset Device, Levels Hi-Lo Ranges
From the SPECIAL menu, the device levels can be accessed by pressing F2 (see Chapter 9). Press
the F5 key to reset the high/low values (which resets values on selected sensors).

RESET HI-LO RANGES & VERIFICATION COUNTER (P25)
| [HCE. FIELD i@ CURSOR

jugy ll RESET HI-LO FANGES

Sl 1[I VE CTTESCOFR FIGHT

L ADDEREDATA ENTRY 5 1A FIELF (HL - P25)

B3-5 =LOOP 1 START ADDRESS TO RESET
B7-9 =LOOP 1 END ADDRESS TO RESET
B14-16 = LOOP 2 START ADDRESS TP RESET
B18-20 =LOOP 2 END ADDRESS TO RESET
C3-5 =LOOP 3 START ADDRESS TO RESET
C7-9 =LOOP 3 END ADDRESS TO RESET
C14-16 = LOOP 4 START ADDRESS TO RESET
C18-20 = LOOP 4 END ADDRESS TO RESET

10.3.3 Walk-Test (P4)
Pressing F3 in the main menu enters into the “SPECIAL Menu”. Pressing F4 from the SPECIAL
Menu enters into the Walk-test Display below.

The walk-test is a means to test portions of the system without unneeded disturbance to people in
some areas of the system. The walk-test is a toggle mode, it is either off or on. While on, the system
accepts normal alarm events and responds with typical local annunciation (if required). However,
output devices may or may not be configured to respond to walk-test events per these rules:

SOM: Individually configured to respond to walk-test events.

R2M: Individually configured to respond to walk-test events.

SRM: Does not respond to walk-test events.

AUDI & AUD2: Automatically responds to walk-test events.
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WARNING: Upon entering the walk-test mode, a time-out parameter is established. If no input
events occur within this time-out, then the system exits the walk-test mode. The
system records a “WALK-TEST ACTIVE” trouble upon entry to walktest. This
trouble will remain active until the panel is reset or “WALK-TEST EXPIRED”
time-out.

WALK-TEST (P4)

EoaTE?Y W DECE. FIELD i@ CITESCR W THCE. FIELD @ CIURSOR
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Pl LIOVE CTTESOR LEFT = L OVE CTTRESOR RIGHT
H' 1A FELF (FIL - P4)
A18-20 = CURRENT WALK-TEST STATUS (ON, OFF)

B18-20 = LOCAL PIEZO OPERATION (YES = SOUND FOR EVENTS - NO = SILENT ON EVENTYS)
D9-10 = WALK-TEST TIME-OUT TIMER (10-30 MINUTES, IN 1 MINUTE INCREMENTYS)

10.4 DIAGNOSTICS
Pressing F3 in the Main Menu enters into the “SPECIAL Menu”. Pressing F5 from the SPECIAL
Menu enters into the “Diagnostics” display below.

DIAGNOSTICS (P5)

123456 9012345617890 FOWER. & (F51) [P GROUND FAULT (E58)
N1 (- (P |O|WE|F| |&] |4]-|G|R[H|D| |F|L|T FOWER B (F52) e DIAGHOSTICS 2 (F55)
Az - |FO[WE|R| |BE] [5]-|M[O[E[E QS UE . OUTEUTS (F55) LT PAD TEST (F5%)
b= (- (S (O[F| [O|0|T] |6]-|E[E[T| |F|&|D Y FET RN ()

G (E[C(E[C|T| |F|O[H[C|T|T[O[H| [EE[T

1234567820123 45678090
A ERNNEE LC]- ¥ L|TE]-[¥ C|H|T
B INEAE4ES BIZ[Z|X TIZ[X|X T|V|T
C BIESES A EIZIX|X VIE|Z|X SlP|s
D VIZIZE|X X
Al-5 =Pl BAT BATTERY ENABLED (Y), DISABLED (N)

A7-10 =P124VAC ENABLED (Y), DISABLED (N)

Al2-16 =P1BAT AUXILIARY IN DC ENABLED (Y), DISABLED (N)
B1-4 =P1 BAT BATTERY TROUBLE THRESHOLD IN A/D COUNTS
B7-10  =P1 24VAC AC BROWN-OUT THRESHOLD IN A/D COUNTS
B12-15 =PI1 BAT AUXILIARY TROUBLE THRESHOLD IN A/D COUNTS
B18-20 = COUNTER, 255-0

Cl-4 =P1 BAT CURRENT BATTERY VOLTAGE, IN A/D COUNTS
C7-10 =PI 24VAC AC RESTORE THRESHOLD IN A/D COUNTS
C12-15 =PI BAT CURRENT AUXILIARY VOLTAGE, IN A/D COUNTS
D7-10  =P1 24VAC CURRENT VOLTAGE, IN A/D COUNTS

D20 = SUPPLEMENTAL POWER SUPPLY ENABLED (YES), DISABLED (NO)
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POWER SUPPLY DIAGNOSTICS 2 (P52)

234567890123 456 TE 20
A RN T 4] - [F AT - ¥ C({M|T
B M EdEdES BIX[Z|X TIZ XX VYT i
C EFAESEA EIZIZ|Z Kl FA E4 S HEE Lol DA GHOSTICE (F5)
D VXX X
Al-5  =P21 BAT 2 BATTERY ENABLED (Y), DISABLED (N)

A7-10  =P21 24VAC #2 ENABLED (Y), DISABLED (N)

Al12-16 =P21 BAT 2 AUXILIARY IN DC ENABLED (Y), DISABLED (N)
Bl-4  =P21 BAT 2 BATTERY TROUBLE THRESHOLD IN A/D COUNTS
B7-10 =P2124VAC #2 AC BROWN-OUT THRESHOLD IN A/D COUNTS
B12-15 =P21 BAT 2 AUXILIARY TROUBLE THRESHOLD IN A/D COUNTS
B18-20 = COUNTER, 255-0

Cl-4  =P21 BAT 2 CURRENT BATTERY VOLTAGE, IN A/D COUNTS
C7-10 =P2124VAC #2 AC RESTORE THRESHOLD IN A/D COUNTS
C12-15 =P21 BAT 2 CURRENT AUXILIARY VOLTAGE, IN A/D COUNTS
D7-10  =P21 24VAC #2 CURRENT VOLTAGE, IN A/D COUNTS

D20 = SUPPLEMENTAL POWER SUPPLY ENABLED (YES), DISABLED (NO)

SUPPLEMENTAL OUTPUTS (P53)

| ST CE. FIELD i@ CORSOER

el IO VE CTURSOR FIGHT

313 FHELF (HL - F53)

Al-5 =P8 AUDI STATUS, ENABLED (E) DISABLED (D)

A8-12 =P9 AUD2 STATUS, ENABLED (E) DISABLED (D)

B1-4 =P8 AUDI CURRENT VOLTAGE IN A/D COUNTS

B8-11 =P9 AUD2 CURRENT VOLTAGE IN A/D COUNTS

B14-16 =P8 & P9 AUDI1 & 2 SHORT CKT. TROUBLE THRESHOLD IN A/D COUNTS
B18-20 =P8 & P9 AUDI1 & 2 OPEN CKT. TROUBLE THRESHOLD IN A/D COUNTS
D1-3 =P8 AUDI PRESENT STATUS: ACTIVATED (ON) OFF (OFF)

D8-10 =P9 AUD2 PRESENT STATUS: ACTIVATED (ON) OFF (OFF)

D20  =SWI1 ENABLED (ENA) DISABLED (DIS) SWITCH STATUS
GROUND FAULT TEST (P54)
123 456 820123450 4 | EW M CE. FIELD @ CURSOR
A EIEEILEE FlA([U[L[T[ [|T|E|B]| . P |
B EIEEILEIE Fla[U[L[T| |C|H|T|:|X x i Fa
C el DA GHOSTICE (P5) ENT
D Pl 11 OVE CTURSORE LEFT = LOVE CURSOR EIGHT
R AT A ENTEY I HELF (HL - P54

A1-20 =GROUND FAULT TROUBLE THRESHOLD IN A/D COUNTS
B1-20 =PRESENT GROUND FAULT STATUS IN A/D COUNTS (COUNTER INCREASES AS GND
FAULT OCCURS)
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KEYPAD SWITCH TEST (P56)

TR F] LLT PRESSED
e T2 EET PREGSED
e W T FET PREGSED
DIAGHOITICS (B5)

PN T FFT BT PRESSED
PN} F 7 PRESSED

D2-6  =INDICATION OF LAST KEY PRESSED
D8-10 =NUMBER OF TIMES LAST KEY PRESSED (0-255)

M4 EEY PREESIED
| 5 EET PRESSED
|l ' EEY PEESSED
gl ENTER. EET PRESSED

= IGHT EEY PRESSED
| Ind HELF (HL - P5&)

DIAGNOSTICS 2 (P55) Pressing F5 from DIAGNOSTICS 1 Menu accesses DIAGNOSTICS 2
Menu

12345678 123450 T8 530 BUZZER(PA51) jE W EACETIGHT (Fas)
AHBEELEHEHAEEE 4{-|B|A[CIE|L|I[T|E LEDS (Pa5d) R DA GHOETICS 3(P555)
BEHEAIEEE 5 -|M|O[R|E SUP. FEELATYSE (Fa53) g LOOF CLASE (FS58)
S| - |5 (TP |[E[E|L| [&]-[L|2{2|P|] [C|L|4 DIAGHOSTICE (F)

] |E|L[E[C|T| [F|O|H[C|T|I[O{H] |E[E|Y

DECE. FIELD @ CURSOR QR BINCE. FELD @ CURSOR

DIAGHOSTICE 2(Fa5)

SEE BELOW

B1-9  PRESENT STATUS OF BUZZER, USE F1 OR F4 TO SWITCH BETWEEN OFF,
CONSTANT, CHIRP, WARBLE, OR USE NUMBER KEYS:

jz 1M HELF (HL - P551)

1 = CONSTANT 3=WARBLE
2 =CHIRP 0= OFF
B11-20 TYPICAL STATE WHICH APPLIES TO BUZZER SOUND

LED TEST (P552)

I DECE. FIELD @ CURESOR | 2 THCE. FIELD @ CTURSOR

DIAGHOSTICE 2(P55)

PN TIOVE CUFSOR LEFT N TIOVE CURSOR FIGHT
' ;IR HELF (HL - F552)

Note: Use F1 & F2 to toggle LED status; 0 (OFF), 1 (ON).

A9 =PRESENT STATUS OF DISPLAY PRE-ALARM WARNING LED
A20 =PRESENT STATUS OF DISPLAY AC POWER LED

B9 =PRESENT STATUS OF DISPLAY FIRE ALARM

B20  =PRESENT STATUS OF DISPLAY ALARM SILENCE

C9 =PRESENT STATUS OF DISPLAY SUPERVISORY

C20  =PRESENT STATUS OF DISPLAY SUPERVISORY SILENCE

D9 =PRESENT STATUS OF DISPLAY TROUBLE

D20  =PRESENT STATUS OF DISPLAY TROUBLE SILENCE
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SUPPLEMENTAL RELAYS (P553)

I Z W TMCE. FIELD @ CURSOR

= LIOVE CTUESOR EIGHT

1M HELF (HL - P555)

Note: Use F1 & F2 to toggle RELAY status; 0 (OFF), 1 (ON).

D3 =PRESENT STATUS OF P2 TROUBLE RELAY
D6 =PRESENT STATUS OF P2 ALARM RELAY
D9 =PRESENT STATUS OF P2 SUPERVISORY RELAY

D11-14 = PRESENT STATUS OF P41 RELAYS 1-4
D16-19 = PRESENT STATUS OF P42 RELAYS 1-4

Note: P2 trouble relay is normally energized. Status is 0 = ENERGIZED (matching board
silkscreen for normal operation) until a trouble occurs, then it is 1 = De-ENERGIZED.

Other relays status is 0 = De-ENERGIZED, 1 = ENERGIZED

BACKLIGHT TEST (P554)

DECE. FIELD @ CURSOR. REBVCE. NELD @ CURSOR

DIAGHOSTICS 2(Pa5)

A
B
C
D

SEE BEELCW

;1M HELF (HL - F5H)

A15-17 =PRESENT STATUS OF LCD BACKLIGHT, USE F1 & F2 KEY TO TOGGLE
STATUS OFF/ON, OR USE “1” KEY FOR ON AND “0” KEY FOR OFF.

LOOP TEST (P556)

;IR HELF (HL - F3%)

Note: This Diagnostic screen is for present status only.

B10 = PRESENT STATUS OF P6 LOOP 1; ENABLED (E) / DISABLED (D)
B13 = PRESENT STATUS OF P7 LOOP 2; ENABLED (E) / DISABLED (D)
B16 = PRESENT STATUS OF P11 LOOP 3; ENABLED (E) / DISABLED (D)
B19 = PRESENT STATUS OF P12 LOOP 4; ENABLED (E) / DISABLED (D)
C10 =PRESENT STATUS OF P6 LOOP 1; LOOP 1 CLASS A (A)/CLASS B (B)
C13 = PRESENT STATUS OF P7 LOOP 2; LOOP 2 CLASS A (A)/ CLASS B (B)
Clé6 = PRESENT STATUS OF P11 LOOP 3; LOOP 3 CLASS A (A)/CLASS B (B)
C19 = PRESENT STATUS OF P12 LOOP 4; LOOP 4 CLASS A (A)/CLASS B (B)

D9-10 =STATUS OF P6 LOOP 1; OK, NOT (OK)
D12-13 =STATUS OF P7 LOOP 2; OK, NOT (OK)
D15-16 =STATUS OF P11 LOOP 3; OK, NOT (OK)
D18-19 =STATUS OF P12 LOOP 4; OK, NOT (OK)
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DIAGNOSTIC SCREEN 3 (P555) Pressing F5 from DIAGNOSTICS 2 Menu enters DIAGNOS-
TICS 3 Menu

ADDFRES: LOCATION (Paaal)
ADDFES: DATA (P5asd)
LADDRESS FIRE (F5555)
DIAGHOSTICS (P

| W PROCESS (Pa554)
| DA GHOSTIC SCEEEN 1iP5)

1M HELF (HL - F553)

| DECE. FIELD @ CUESCR LW I CE. FIELD @ CUESOE
| -l TR O LED

DI&GHOSTICE 3(F355)
L=al I OVE CURSOR LEFT = MO VE CUFSOR EIGHT
;IR HETF (HL - P5531)

Al: =LOOP NUMBER OF DEVICES SHOWN
A3-9  =STARTING ADDRESS / ENDING ADDRESS FOR DEVICES SHOWN IN
INROWC & D

Al11-13 = CURRENT DEVICE ADDRESS BEING POLLED

A15-20 =EXTRA DELAY BETWEEN DEVICE POLL (000 = NO DELAY, DE x 10m SEC)

C1-20 = DISPLAYS DEVICES CONFIGURED BETWEEN THE ADDRESSES NOTED IN
LOOP / ADDRESS (A1-9)

DENOTED BY: P = PHOTO O = SOM

I =ION S = SRM

UPPER CASE =ENABLED H = HEAT R = R2M
LOWER CASE = DISABLED F = FRCM * =INVALID OR MULTI DEVICES

D1-20 =DISPLAY DEVICES FOUND BETWEEN THE ADDRESSES NOTED IN A1-9. PLACE
CURSOR ON ADDRESS. USE ENTER TO TOGGLE LED AT THAT ADDRESS OR IF F2
HAS BEEN PRESSED, ‘I’ INDICATES LED IS ON. PRESSING F2, WILL BLANK LINE D.
POSITION CURSOR WITH ARROWS UNTIL ON DESIRED ADDRESS. USE F1 & F4 KEYS
TO TOGGLE LED STATUS

ADDRESSABLE DATA (P5552)

I DECE. FIELD @ CURSOR
el LOOF POLL/ADDE, PCLL

W IMCE. FIELD @ CURSOE.

DIAGHOETICS 3(P555)

PN D ATY ENTRY ;M HELF (HL - P5552)

Al-5 =LOOP-ADDRESS OF DEVICE
A7-9 = CURRENT ADDRESS OF DEVICE BEING POLLED (OR LOOP POLL BY PRESSING F2)
Al1-15 =TYPE OF DEVICE CONFIGURED AT THIS LOOP-ADDRESS (PHOTO, ION, HEAT, FRCM,
SOM, SRM, R2M)
A17-19 = VALUE RETURNED FROM DEVICE AT THIS ADDRESS, LAST POLL
A20  =ENABLE (E)/DISABLE (D) STATUS OF THIS LOOP-ADDRESS
B2-4 =TOTAL NUMBER OF ACK’S RECEIVED BY DEVICE
B7-9  =TOTAL NUMBER OF NACK’S RECEIVED BY DEVICE
B11-15 = TYPE OF DEVICE FOUND AT THIS LOOP-ADDRESS (PHOTO, ION, HEAT, FRCM,
SOM, SRM, R2M)
B18-20 = TOTAL NUMER OF RESPONSES FROM THIS DEVICE
c20 = STATUS DISPLAYED IN D18-20:
0 - DEVICE MISSING COUNTS 2 - MULTIPLE DEVICES COUNTS
1 - INVALID RESPONSE/ CHECKSUM 3 - INTERNAL FAULT COUNTS
ERROR COUNTS 4 - WRONG TYPE OF DEVICE COUNTS
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DI: 1 =LED IS ON 0=LED IS OFF (PRESS F1 OR F4 TO TOGGLE LED STATUS)

D2: 1 = CONFIGURATION FAULT IN SOM TABLE 0=NO FAULT (CHECKSUMS OK)
— =NOT APPLICABLE (NOT AN SOM)

D3: 0 =DEVICE IS PRESET 1 =NOT PRESET

D4 1 =DEVICE IN TROUBLE, COMMUNICATION CHECKSUM ERROR
D5 1 = MULTILE DEVICE TROUBLE PRESENT AT THIS ADDRESS
D6 1 =INTERNAL FAULT FROM 08 POLL COMMAND

D7 1 = WRONG DEVICE TYPE AT THIS ADDRESS

D8 1 = ANALOG DEVICE TROUBLE, CONTAMINATION 0=NOT CONTAMINATED
—=NOT ANALOG DEVICE

D9 1 = ANALOG DEVICE IN TROUBLE, OUT OF RANGE TEST POINT 0=TEST POINT OK
—=NOT ANALOG DEVICE

D10 Y=SRM/SOM ON FOR R2M: N=BOTH RELAYS OFF 1=RELAY 1 ON
N=OUTPUT IS OFF 2=RELAY 2 ON B =BOTH RELAYS ON
=NOT AN OUTPUT DEVICE

DI11: 1=ANALOG DEVICE IN TROUBLE, CALIBRATION ERROR
1 =FRCM IN TROUBLE, CONFLICT BETWEEN CONTACT CONFIGURATION AND
DEVICE RESPONSE
1 = SOM CONFIGURATION DOES NOT MATCH PANEL
1 = SRM CONFIGURATION DOES NOT MATCH PANEL
0 = NO CONFIGURATION FAULT
D12  N=FRCM/SOM/R2M/SRM SUPERVISED CIRCUIT IS NORMAL
S = FRCM/SOM/R2M/SRM SUPERVISED CIRCUIT HAS A SHORT
0 = FRCM/SOM/R2M/SRM SUPERVISED CIRCUIT HAS AN OPEN
—=NOT APPLICABLE (ANALOG DEVICE

D13: 1 =ANALOG DEVICE LOADED WITH ALARM #1 SENSITIVITY LEVEL
2 = ANALOG DEVICE LOADED WITH ALARM #2 SENSITIVITY LEVEL
— =NOT ANALOG DEVICE
D14: 1 =DEVICE SELECTED FOR CONFIGURATION
0 =NOT SELECTED
D15 1 =DEVICE SELECTED FOR CALIBRATION
0 =NOT SELECTED
D16 3 =DEVICE (ANALOG OR FRCM) IN ALARM (ACTIVE)
2 = ANALOG DEVICE IS IN PRE-ALARM, 2 STATE
1 = ANALOG DEVICE IS IN PRE-ALARM, 1 STATE
0 =DEVICE IS NORMAL (NOT ACTIVE)
— =NOT AN INPUT DEVICE
D17 N=NO GROUND FAULT PRESENT
D18-D20 = (REFER TO C20)
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INTERRUPT PROCESS (P5554)

234567820 23 4% 6 § 00 AW DECE. FIELD @ CTUESOE MM CE. FIELD @ CURSOR

Al Bk IIH|T|E[R|E gfojof-jofojo

L ([E(Y|E|L]|: Cl=[ofofoa] |W|=|0f0of0

C EHiEEWEE Cl=[0fofo] |W¥]=|0f0of0 DIAGHOSTICS 3(PA55)

D RABRNENEBEE Cl=(0Ofo]0 Vi=(0f0f0

jsIR HETLP (HL - P5554)
Al = LOOP NUMBER OF INTERRUPT PROCESS DISPLAY (1-4)
A3-5  =CURRENT ADDRESS BEING POLLED ON LOOP DISPLAYED

Al14-20 =A TWO-BYTE RESPONSE FROM VERIFIED INTERRUPT (FACTORY USE ONLY)
B12-14 = CURRENT LEVEL OF INTERRUPT OF DEVICE SHOWN (1-3)
1 =HIGHEST PRIORITY, FRCM DEFAULT
2 =MEDIUM PRIORITY, SENSORS
3 =LOWEST PRIORITY
B18-20 =LAST VERIFIED LEVEL OF INTERRUPT OF DEVICE SHOWN (1-3)
C12-14 =CURRENT GROUP OF INTERRUPT OF DEVICE SHOWN (1-17)

GROUP 1=ADDRESS 1-7 9 = ADDRESS 64-71
2 =ADDRESS 8-15 10 = ADDRESS 72-79
3 =ADDRESS 16-23 11 = ADDRESS 80-87
4 = ADDRESS 24-31 12 = ADDRESS 88-95
5= ADDRESS 32-39 13 = ADDRESS 96-103
6 = ADDRESS 40-47 14 = ADDRESS 104-111
7= ADDRESS 48-55 15 =ADDRESS 112-119
8 = ADDRESS 56-63 16 = ADDRESS 120-127

C18-20 =LAST VERIFIED GROUP OF INTERRUPT OF DEVICE SHOWN (1-16)
D12-14 =CURRENT ADDRESS OF INTERRUPT OF DEVICE SHOWN (1-127)
D18-20 =LAST VERIFIED ADDRESS OF INTERRUPT OF DEVICE SHOWN (1-127)

ADDRESSABLE OUTPUT INDEX TEST (P5556A)

| DECE FIELD @ CORSOR | 2O THCE. FIELD @ CIURESOR

|
i
1

Lo
B
NI -3
oo ]
w0 iR
—| —
| =
Lo I
| =S
B
RG] -a
| =
w0 Sl
o JES

a0

A TTACS 555 ENT [Risive s
NN FIGHT

3 IRy HELF (HL - PSa64)

(=N --N

Al1-9 =LOOP - ADDRESS RANGE OF DEVICES SHOWN IN ROW C

C1-20 =TYPE OF DEVICE CONFIGURED @ ADDRESS LOCATION

D1-20 =USE AS LOCATION TO PRESS ENTER ON ADDRESS TO TEST (“O” OR “R” TYPE
DEVICES ONLY)
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SOM/R2M INDEX TEST (P5556B)

123 4 5 T& 9o 123456789210 M DECE FIELD @ CORSCR M IHCE. FIELD @ CUESOR
A HEHEEHEHEAE D] |Z[E] T[T CLEARINDD{CI-ITR
B HEIEEINBEEE PA|T|T|E[E[H]:[Z]X | %l "W FITE INDEZ CHTE |l SEND FESET COMMAND
C HE E [E|4 (D I E CIL|E| |C[H|T] paisEETUEN (P55584)

D s WIE[I|T[E Fla E[E|5| |D|E|V Pl LIOVE CTURSOR LEFT el 11O VE CTTRSOR RIGHT

#'z PPENENNY Y ;1) FIELP (HL - P5556E)

Al-5 =LOOP - ADDRESS OF DEVICE

A7-9 =TYPE OF DEVICE CONFIGURED @ ADDRESS LOCATION (SOM OR R2M)
Al15-16 =INDEX NUMBER TESTING

A18-20 = CURRENT PATTERN OPERATING AT SOM (DOES NOT APPLY TO R2M)
B7-9  =ZONE ACTIVATION COUNTER FOR THIS INDEX POSITION (A15-16)
B19-20 =PATTERN FOR INDEX POSIITION IN A15-16

DIAGNOSTIC SCREEN 4 (P5555)
Pressing F5 from DIAGNOSTICS 3 menue enters DIAGNOSTICS 4.

12345678020 MEZSAGE TEST (PA5551)

OUT CFG TST (F55552)

-l DLAGH 1 (E5)

575 PWR (P55

3\ HELE (HL - P5555)

23 4 K 6TED DECE. FIELD i@ CORSCOR | WM CE. FIELD i@ CURSOE
(N E : X -|E[Z]E PATTSE TEST | A PATTSE TEST
TIE[Z| T TIM|[TIE[E[V]|&]|L]: T[Y|¥]S PATSE TEST | S PATSE TEST
)M |T (M| E |E|E| |[OfF TIE|S[T|3] | |Z[X|X DIaG4 (F3555) gl ST ART TEST
D BIANERE E[N|T|E|E| |T|2 S|T[&|R[T LEFT Sl FTHT

DaATa ENTEY i 1M HELF (HL - P53535510

Password level 4 access only. See Chapter 12.

OUTPUT CONFIGURATION TEST (P55552)

DIAG. 4 (F5555) Uy ST AFT TEST

5 1M} HELF (HL - F55552)

C3-5 =TOTAL NUMBER OF OUTPUTS WHICH WILL BE VERIFIED FOR LOOP 1
C7-9  =CURRENT ADDRESS BEING POLLED ON LOOP 1
C13-15 =TOTAL NUMBER OF OUTPUTS WHICH WILL BE VERIFIED FOR LOOP 2
C17-19 = CURRENT ADDRESS BEING POLLED ON LOOP 2
D3-5 =TOTAL NUMBER OF OUTPUTS WHICH WILL BE VERIFIED FOR LOOP 3
D7-9  =CURRENT ADDRESS BEING POLLED ON LOOP 3
D13-15 =TOTAL NUMBER OF OUTPUTS WHICH WILL BE VERIFIED FOR LOOP 4
D17-19 = CURRENT ADDRESS BEING POLLED ON LOOP 4

SYSTEM POWER (P55553)
123 45678901 56 7
IN: (%S| T |E(M| |F|O|W|E|R AR
V(O E B[ (T[T || I]|T NEE
¢ EEERAELENE EIE
p HRAENUEHREREE
IR HELF (HL - F55559)
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